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Connect with Innovation™



ProSafe® 48-port Gigabit PoE Stackable L2+ Managed Switch (GSM7252PS) 
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What is NETGEAR’s ProSafe 48-port Gigabit PoE Stackable L2+ Managed Switch (GSM7252PS)?

NETGEAR’s Stackable, PoE Managed Gigabit Switch GSM7252PS allows the most flexible and easy to deploy Gigabit Power over Ethernet infrastructure. All the 48 ports of 10/100/1000 Mbps interfaces support 802.3af PoE standard with a comfortable 384 Watts total budget. The first 8 ports support high power 802.3at PoE+, with up to 30 Watts per port. Four (SFP) Gigabit interfaces provide optional fiber connectivity for longer reach Gigabit Ethernet requirements. Two built-in 10Gigabit Ethernet SFP+ interfaces on the front, reserved for network uplinks or Servers and Storage devices, and two 10Gigabit module bays on the rear, permitting both uplinks and local/distant Stacking, provide versatile 10Gigabit deployment possibilities. 

Combining superior resiliency, enterprise-class security and non-blocking performance, the NETGEAR’s Stackable, PoE Managed Gigabit Switch GSM7252PS offers a full set of Layer 2 management features, as well as Layer 2+ (Layer 3 lite – IPv4 routing) with unsurpassed affordability. Together with VLANs routing, voice-class prioritization, and chassis-like Stack even with local or distant non-PoE Layer 3 Gigabit Managed Switches GSM7328Sv2 / GSM7352Sv2 / GSM7328FS, the GSM7228PS and GSM7252PS series can be deployed at Enterprise edge, remote branch offices and closer to the core of Small and Medium Businesses growing networks. 
The NETGEAR’s Stackable, PoE Managed Gigabit Switch GSM7252PS comes with a removable power module for the main power supply. In the event of a power supply failure, the switch can immediately shift to an external RPS device while the internal power module is replaced for 100% uptime. Like all NETGEAR ProSafe Managed Switches, the GSM7252PS is backed by the NETGEAR ProSafe Lifetime Warranty. 
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Main Selling Points 

· High-performance 48-port Gigabit PoE Stackable access switch

· 48-port PoE (802.3af) including 8-port PoE+ (802.3at) and 4 combo SFP
· 2 built-in 10Gigabit SFP+ ports (for uplinks)

· 2 additional module bays (for 10Gigabit Stacking and SFP+/ CX4)

· Layer 2+ complete feature set (Layer 3 lite routing) 

· Stack with 24-port version GSM7228PS

· Stack also with non-PoE Layer 3 Gigabit Managed Switches GSM7328S/52S/28FS

· Removable internal power module for better use with an external RPS

· NETGEAR ProSafe Lifetime Warranty
Product Description 

ProSafe® Stackable 48-port Gigabit PoE L2+ Managed Switch (GSM7252PS) 
Package Contents 
· ProSafe® Stackable 48-port Gigabit PoE L2+ Managed Switch (GSM7252PS)
· Power cord
· Rubber footpads for tabletop installation 
· Rubber caps for the SFP and SFP+ sockets 
· Rack-mounting kit
· Null-modem serial cable (RS-232) with 9-pin connectors
· Resource CD: The CD either includes these documents or links to access them:
· ProSafe 7200PS Managed Switch CLI Manual, Version 8.0.2
· NETGEAR 7000 Series Managed Switch Administration Guide
· NETGEAR Installation Guide for the 7000 Series Stackable Managed Switch
· Hardware Installation Guide
· ProSafe NMS100 Network Management System 30-day trial CD-ROM
	NETGEAR Part #
	UPC#
	Countries

	GSM7252PS-100NAS  
GSM7252PS-100AJS

GSM7252PS-100EUS
	606449071665
606449071641
606449071658
	United States & Canada
Australia, Asia & Japan

Europe General

	Distributor part numbers


	Ingram:   

Tech Data:   


ASI:   


D&H:  

Synnex:  
	

	Product Availability Date
	5/1/2010
	

	Case Pack
	3 boxes per master carton
	

	Case Dimensions (mm/in)
	H 500 x W 598 x  D 637 mm

(H 19.7 x W 23.56 x D 25.1 in)
	

	Case Weight (kg/lb) 
	28.2 kg/ 62.11 lb
	

	Brown Box Dimensions (mm/in)
	H 560 x W 543 x D 146 mm

(H 22.1 x W 21.4 D 5.8 in)
	

	Brown Box Weight (kg/lb)
	8.1 kg/ 17.84 lb
	

	FCC ID
	
	

	ECCN
	5A992A
	

	HTS
	8517620050
	

	Warranty
	Lifetime Warranty 
	

	Country of Origin
	Taiwan
	

	Pricing
	Please check most recent local Price Book
	


Compatible GBICs
· AGM731F (SFP 1000BASE-SX LC) 

· AGM732F (SFP 1000BASE-LX LC) 

· AXM761 (SFP+ 10GBASE-SR LC) 

· AXM762 (SFP+ 10GBASE-LR LC) 

· AXM751 (XFP 10GBASE-SR LC) 

· AXM752 (XFP 10GBASE-LR LC) 

Compatible Modules
· AX742 (24 Gigabit Stacking Kit, comes with 2 modules and one stacking cable) 

· AX741 (10 Gigabit XFP adapter module) 

· AX743 (10 Gigabit SFP+ adapter module) 
· AX744 (10 Gigabit 1-port CX4) 

· APS525W (Extractible power module)
The GSM7252PS is stackable with:
· GSM7228PS (ProSafe® 24-port Gigabit PoE Stackable L2+ Managed Switch)
· GSM7252PS (ProSafe® 48-port Gigabit PoE Stackable L2+ Managed Switch)
· GSM7328S (ProSafe® 24-port Gigabit Stackable L3 Managed Switch)
· GSM7352S (ProSafe® 48-port Gigabit Stackable L3 Managed Switch)
· GSM7328FS (ProSafe® 24-port SFP Gigabit Stackable L3 Managed Switch)
· GSM7328S-200 (ProSafe® 24-port Gigabit Stackable L3 Managed Switch)
· GSM7352S-200 (ProSafe® 48-port Gigabit Stackable L3 Managed Switch)
Stack is possible up to 8 switches:
· Locally with AX742 (24 Gigabit Stacking Kit, comes with 2 modules and one stacking cable)
· Or with distant Switches using AX743 and AXM761/AXM762 optics 
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ProSafe® Stackable 48-port Gigabit PoE L2+ Managed Switch (GSM7252PS) 





Product Setup Sheet
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