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PAA-24-215

• Frequency: 2300-2500 MHz
• Gain: 21.5 dBi
• 3dB beam width(V/H): 12°/10°
• VSWR: <1.5
• Dimensions: 450x450x85 mm
• Connector: N-Female
• Mast mounting set
   included

PAA-24-175

• Frequency: 2300-2500 MHz
• Gain: 17.5 dBi
• 3dB beam width(V/H): 32°/25°
• VSWR: <1.5
• Dimensions: 230x230x70 mm
• Connector: N-Female
• Mast mounting set
   included

2.4 GHz   at  panel antennas

PAA-24-200 FLAT

• Frequency: 2300-2500 MHz
• Gain : 20 d Bi
• 3dB beam width(V/H): 20°/15°
• VSWR: <2
• Dimensions: 355x355x23 mm
• Connector: N-Female
• Wall and mast mounting set
   included

PAA-24-080

• Frequency: 2350-2490 MHz
• Gain : 8 d Bi
• 3dB beam width(V/H): 70°/80°
• VSWR: <2
• Dimensions: 90x90x20 mm
• Connector: SMA-Female
• wall mounting tilt set included

PAD-24-100 FLAT

• Frequency: 2300-2490 MHz
• Gain : 10 d Bi
• 3dB beam width(V/H): 25°/25°
• VSWR: <2
• Dimensions: 120x75x8 mm
• Connector: as required
• for window mounting

PAB-24-100

• Frequency: 2400-2483 MHz
• Gain : 10 d Bi
• 3dB beam width(V/H): 30°/75°
• VSWR: <1.5
• Dimensions: 107x94x30 mm
• Connector: N-Female
• wall mounting set included,
   optional TILT SET PAB for
   mast mounting

PAB-24-120

• Frequency: 2400-2483 MHz
• Gain : 12 d Bi
• 3dB beam width(V/H): 28°/65°
• VSWR: <1.5
• Dimensions: 275x90x30 mm
• Connector: N-Female
• wall mounting set included,
   optional TILT SET PAB for
   mast mounting

PAA-24-125

• Frequency: 2320-2500 MHz
• Gain : 12.5 d Bi
• 3dB beamwidth(V/H): 60°/60°
• VSWR: <1.5
• Dimensions: 130x130x55 mm
• Connector: N-Female
• Wall and mast mounting set
   included

PAC-24-140

• Frequency: 2400-2500 MHz
• Gain : 14 d Bi
• 3dB beam width(V/H): 38°/39°
• VSWR: <2
• Dimensions: 165x165x37 mm
• Connector: N-Female
• Mast mounting set
   included

PAA-24-160 FLAT

• Frequency: 2300-2490 MHz
• Gain : 16 d Bi
• 3dB beam width(V/H): 28°/28°
• VSWR: <2
• Dimensions: 205x205x23 mm
• Connector: N-Female
• Wall and mast mounting set
   included

PAB-24-160

• Frequency: 2400-2485 MHz
• Gain : 16 d Bi
• 3dB beam width(V/H): 27°/65°
• VSWR: <1.5
• Dimensions: 454x134x30 mm
• Connector: N-Female
• wall mounting set included,
   optional TILT SET PAB for
   mast mounting

PAB-24-180

• Frequency: 2400-2485 MHz
• Gain : 18 d Bi
• 3dB beam width(V/H): 18°/35°
• VSWR: <1.5
• Dimensions: 263x263x30 mm
• Connector: N-Female
• Mast mounting set
   included

PAC-24-190

• Frequency: 2400-2500 MHz
• Gain : 19 d Bi
• 3dB beam width(V/H): 21°/20°
• VSWR: <1.5
• Dimensions: 330x330x36 mm
• Connector: N-Female
• Mast mounting set
   included

PAA-24-200

• Frequency: 2300-2500 MHz
• Gain : 20 d Bi
• 3dB beam width(V/H): 15°/13°
• VSWR: <1.5
• Dimensions: 330x330x85 mm
• Connector: N-Female
• Mast mounting set
   included

PAB-24-060

• Frequency: 2400-2485 MHz
• Gain : 6 d Bi
• 3dB beam width: 83°
• VSWR: <2.0
• Dimensions: 390 mm length
• Connector: RP-SMA Male
• incl. 1.5 m cable
• Indoor

CTB-24-160

• Wireless • at panel with 
   integrated Access Point
• Gain : 16 d Bi
• with 5.0 m ethernet cable
• incl. Power over Ethernet 
   injector
• Mast mounting set
   included

WGB-24-120

• Waveguide Antenna
• Frequency: 2300-2500 MHz
• Gain : 12 d Bi
• 3dB beam width(V/H): 30°/30°
• VSWR: <1.5
• Dimensions: 355x355x23 mm
• Connector: N-Female

TIL T SET PAB

• T ilt set for wall and mast
   mounting. 
• requi red for PAB-24-100,
  PAB-24-120, PAB-24-160 
  and WGB-24-120
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SAA-24-140-160

• Frequency: 2400-2500 MHz
• Gain: 14 dBi
• 3dB beam width(V/H): 10°/180°
• VSWR: <1.5
• Dimensions: 680x250x100 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

SAA-24-150-90

• Frequency: 2400-2500 MHz
• Gain: 15 dBi
• 3dB beam width(V/H): 13°/90°
• VSWR: <1.5
• Dimensions: 450x250x100 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

2.4 GHz YAGI antennas

SAA-24-145-120

• Frequency: 2400-2500 MHz
• Gain: 14.5 dBi
• 3dB beam width(V/H): 13°/120°
• VSWR: <1.5
• Dimensions: 450x200x120 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

SAA-24-110-180

• Frequency: 2300-2500 MHz
• Gain: 11 dBi
• 3dB beam 
   width(V/H): 17°/180°
• VSWR: <1.5
• Dimensions: 340x250x140 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

SAA-24-140-60

• Frequency: 2400-2500 MHz
• Gain: 14 dBi
• 3dB beam width(V/H): 18°/60°
• VSWR: <1.5
• Dimensions: 360x200x120 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

SAA-24-160-60

• Frequency: 2400-2500 MHz
• Gain: 16 dBi
• 3dB beam width(V/H): 13°/60°
• VSWR: <1.5
• Dimensions: 450x200x120 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

SAA-24-130-90

• Frequency: 2400-2500 MHz
• Gain: 13 dBi
• 3dB beam 
   width(V/H): 18°/90°
• VSWR: <1.5
• Dimensions: 340x250x140 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

SAA-24-160-90

• Frequency: 2400-2500 MHz
• Gain: 16 dBi
• 3dB beam width(V/H): 10°/90°
• VSWR: <1.5
• Dimensions: 680x250x100 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

SAA-24-100-120

• Frequency: 2400-2500 MHz
• Gain: 10 dBi
• 3dB beam 
   width(V/H): 26°/120°
• VSWR: <1.5
• Dimensions: 225x750x55 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

SAA-24-120-120

• Frequency: 2400-2500 MHz
• Gain: 12 dBi
• 3dB b eam widt h(V/H):  18 °/120°
• VSWR: <1.5
• Dimensions: 360x200x120 mm
• Connector: N-Female
• Mast mounting set included, 
  TILT Set seperately available

YGD-24-165

• Frequency: 2400-2485 MHz
• Gain: 16.5 dBi
• 3dB beam width(V/H): 27°/25°
• VSWR: <1.5
• Dimensions: 50 cm length
• Connector: N-Female
• Mast mounting set
   included

YGB-24-150

• Frequency: 2400-2485 MHz
• Gain: 15 dBi
• 3dB beam width(V/H): 13°/24°
• VSWR: <1.5
• Dimensions: 1000x50x45 mm
• Connector: N-Female
• Mast mounting set
   included

YGB-24-200

• Frequency: 2400-2485 MHz
• Gain: 20 dBi
• 3dB beam width(V/H): 13°/24°
• VSWR: <1.5
• Dimensions: 1250x50x45 mm
• Connector: N-Female
• Mast mounting set
   included

YGA-24-140

• Frequency: 2300-2500 MHz
• Gain: 14 dBi
• 3dB beam width(V/H): 30°/30°
• VSWR: <1.5
• Dimensions: 75x75x540 mm
• Connector: N-Female
• Mast mounting set
   included

YGB-24-160

• Frequency: 2400-2483 MHz
• Gain: 16 dBi
• 3dB beam width(V/H): 18°/25°
• VSWR: <1.5
• Dimensions: 650x140x75 mm
• Connector: N-Female
• Mast mounting set
   included

2.4 GHz sector antennas

SAA-24-110-360

• Frequency: 2400-2485 MHz
• Gain: 11 dBi
• 3dB beam width(V/H): 15°/360°
• Dimensions: 440x244 mm

SAA-24-120-360

• Frequency: 2400-2485 MHz
• Gain: 2x12 dBi
• 3dB beam 
   width(V/H): 15°/360°
• Dimensions: 440x244 mm
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PAA-35-090

• Frequency: 3400-3600 MHz
• Gain: 9 dBi
• 3dB beam width(V/H): 10°/360°
• VSWR: <1.5
• Dimensions: 860x75x40 mm
• Connector: N-Female
• Mast and Wall mounting set
  included

OMB-24-050

• Frequency: 2400-2500 MHz
• Gain: 5 dBi
• 3dB beam width: 360°
• VSWR: <2
• Dimensions: 2000 mm length
• Connector: RSMA Male or 
   RTNC-Male
• Indoor

2.4 GHz Sector antennas

OMB-24-150

• Frequency: 2400-2500 MHz
• Gain: 15 dBi
• 3dB beam width(V/H): 6°/360°
• VSWR: <1.5
• Dimensions: 1500 mm length
• Connector: N-Female
• Mast and Wall mounting set
  included

OMB-24-030

• Frequency: 2400-2485 MHz
• Gain: 3 dBi
• 3dB beam width: 360°
• VSWR: <1.5
• Dimensions: 100 mm length
• Connector: RP-SMA Female
• incl. 1.0 m cable
• Indoor

OMD-24-050-MAGNETIC

• Frequency: 2400-2485 MHz
• Gain: 5 dBi
• 3dB beam width: 360°
• VSWR: <1.5
• Dimensions: 250 mm length
• Connector: RP-SMA Female
• incl. 1.5 m cable
• incl. magnetic base
• Indoor

OMB-24-070

• Frequency: 2400-2500 MHz
• Gain: 7 dBi
• 3dB beam width: 360°
• VSWR: <2
• Dimensions: 2700 mm length
• Connector: RSMA Male
• Indoor

OMB-24-030

• Frequency: 2400-2485 MHz
• Gain: 3 dBi
• 3dB beam width: 83°
• VSWR: <1.5
• Dimensions: 180x90 mm
• Connector: N-Female
• Indoor

OMB-24-080

• Frequency: 2400-2485 MHz
• Gain: 8 dBi
• 3dB beam width(V/H): 15°/360°
• VSWR: <1.5
• Dimensions: 390 mm length
• Connector: N-Female
• Mast and Wall mounting set
  included

SAA-24-140-360

• Frequency: 2400-2485 MHz
• Gain: 6x14 dBi
• 3dB beam width(V/H): 15°/360°
• Dimensions: 440x244 mm

OMB-24-100

• Frequency: 2400-2485 MHz
• Gain: 10 dBi
• 3dB beam width(V/H): 15°/360°
• VSWR: <1.5
• Dimensions: 900 mm length
• Connector: N-Female
• Mast and Wall mounting set
  included

2.4 GHz Omni antennas

OMB-24-120

• Frequency: 2400-2485 MHz
• Gain: 12 dBi
• 3dB beam width(V/H): 7°/360°
• VSWR: <1.5
• Dimensions: 1500 mm length
• Connector: N-Female
• Mast and Wall mounting set
  included

PAA-35-120

• Frequency: 3400-3600 MHz
• Gain: 12 dBi
• 3dB beam width(V/H): 60°/55°
• VSWR: <1.5
• Dimensions: 130x130x55 mm
• Connector: N-Female
• Mast and Wall mounting set
  included

3.5 GHz WiMAX antennas

2.4 GHz Ceiling mount antennas
OMB-24-025

• Frequency: 2400-2485 MHz
• Gain: 2.5 dBi
• 3dB beam width: 83°
• VSWR: <1.5
• Dimensions: 120x45 mm
• Connector: N-Female
• Indoor

OME-24-050-MAGNETIC

• Frequency: 2400-2485 MHz
• Gain: 5 dBi
• 3dB beam width: 360°
• VSWR: <1.5
• Dimensions: 150 mm length
• Connector: MC-Card Lucent
• incl. 1.5 m cable
• Outdoor - optimal for wardriving

PAC-35-190

• Frequency: 3400-3700 MHz
• Gain: 19 dBi
• 3dB beam width(V/H): 21°/20°
• Dimensions: 330x330x36 mm
• Mast mounting set
  included

SAB-24-120

• Frequency: 2400-2485 MHz
• Gain: 12 dBi
• 3dB beam width(V/H): 360°/7°
• Dimensions: 800x100x50 mm
• Weight: 1700g
• Connector: N-Female
• wall mounting set included, optional
  TILT SET PAB for mast mounting

SAB-24-130

• Frequency: 2400-2485 MHz
• Gain: 13 dBi
• 3dB beam width(V/H): 18°/90°
• Dimensions: 800x100x50 mm
• Weight: 1500g
• wall mounting set included, optional
  TILT SET PAB for mast mounting
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PAB-55-190

• Frequency: 5470-5825 MHz
• Gain: 19 dBi
• 3dB beam width(V/H): 16°/16°
• VSWR: <1.5
• Dimensions: 207x207x22 mm
• Connector: N-Female
• Mast mounting set included

PAC-55-230

• Frequency: 5100-5900 MHz
• Gain: 23 dBi
• 3dB beam width(V/H): 10°/10°
• VSWR: <1.5
• Dimensions: 350x330x36 mm
• Connector: N-Female
• Mast mounting set included

PAA-55-220

• Frequency: 5100-6000 MHz
• Gain: 22 dBi
• 3dB beam width(V/H): 10°/12°
• VSWR: <1.5
• Dimensions: 355x355x23 mm
• Connector: N-Female
• Mast and Wall mounting set
  included

5 GHz antennas
PAB-55-160

• Frequency: 5450-5725 MHz
• Gain: 16 dBi
• 3dB beam width(V/H): 16°/16°
• VSWR: <1.5
• Dimensions: 263x193x42 mm
• Connector: N-Female
• Mast mounting set
  included

Booster
WL-RX-2400

• Frequency: 2400-2485 MHz
• RX-gain: 14 dB
• Voltage: 12-14 VDC
• Connectors: N-Female
• Weight: 250g
• Mast mounting set included

WL-RT-2400-2

• Frequency: 2417-2467 MHz
• Output power: max. 1 Watt
• TX-gain: 13 dB
• RX-gain: 14 dB
• Voltage: 12-14.5 VDC
• Connectors: N-Female
• Mast mounting set included

WL-RX-5500

• Frequency: 5470 - 5725 MHz 
• Gain: 22 dB 
• Noise factor: 2.5 dB 
• Insertion loss: 3 dB 
• Voltage: 12 -14.5 V 
• Power input: 150mA 
• Weight: 400g
• Mast mounting set included

ECOFLEX 15

• Outer diameter: 14.6 mm
• Attenuation/2.4 GHz: 16 dB/100 m
• Attenuation/3.0 GHz: 18.7 dB/100 m
• Impedance: 50 Ohm
•   exible cable
• Max. length: ca. 30-40m

ECOFLEX 10

• Outer diameter: 10.2 mm
• Attenuation/2.4 GHz: 23,1 dB/100 m
• Attenuation/3.0 GHz: 27 dB/100 m
• Impedance: 50 Ohm
•   exible cable
• Max. length: ca. 20-25m

HDF-400

• Outer diameter: 10.3 mm
• Attenuation/2.5 GHz: 
  22.2 dB/100 m
• Attenuation/5.8 GHz: 
  35.5 dB/100 m
• Impedance: 50 Ohm
• Max. length: ca. 20-25m

H-155

• Outer diameter: 6.0 mm
• Attenuation/2.4 GHz: 
  49.6 dB/100 m
• Impedance: 50 Ohm
•   exible cable
• Max. length: ca. 10,0m

RG-316

• Outer diameter: 2.5 mm
• Attenuation/2.5 GHz: 
  140 dB/100 m
• Impedance: 50 Ohm
• Max. length: ca. 2,0m

Coaxcables

HDF-200

• Outer diameter: 4.95 mm
• Attenuation/2.5 GHz: 
  55.4 dB/100 m
• Attenuation/5.8 GHz: 
  86.5 dB/100 m
• Impedance: 50 Ohm
• Max. length: ca. 10,0m

GRB-55-240

• Frequency: 5450-5725 MHz
• Gain: 24 dBi
• 3dB beam width(V/H): 10°/14°
• VSWR: <1.5
• Dimensions: 300x400 mm
• Connector: N-Female
• Mast mounting set included

GRB-55-270

• Frequency: 5470-5725 MHz
• Gain: 27 dBi
• 3dB beam width(V/H): 6°/9°
• VSWR: <1.5
• Dimensions: 400x600 mm
• Connector: N-Female
• Mast mounting set included

CTB-55-180

• Wireless   at panel with 
   integrated Access Point
• Gain: 18 dBi
• with 5.0 m ethernet cable
• incl. Power over Ethernet 
   injector
• Mast mounting set
   included

SAC-55-140

• Sector antenna for 5 GHz
• Gain: 14 dBi
• Frequency: 5100-5950 MHz
• 3dB beam width(V/H): 12°/90°
• Dimensions: 472x93x41 mm
• Connector: N-Female
• Mast mounting set included

SAC-55-160

• Sector antenna for 5 GHz
• Gain: 16 dBi
• Frequency: 5100-5950 MHz
• 3dB beam width(V/H): 8°/90°
• Dimensions: 475x90x40 mm
• Connector: N-Female
• Mast mounting set included
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Connectors

RP-TNC Male

• Available for:
   HDF-400, CFD-400, H-1000,
   LMR-400, Aircom Plus, H-155, 
   HDF-200, CDF-200, LMR-200,
   RG-58, RG-316
• Impedance: 50 Ohm

RP-TNC Female

• Available for:
   H-155, HDF-200, CDF-200, 
   LMR-200, RG-58, RG-316
• Impedance: 50 Ohm

MMCX Male

• Available for:
   RG-316
• Impedance: 50 Ohm

N-Male

• Available for:
   all cable types
• Impedance: 50 Ohm

RP-MMCX Male

• Available for:
   RG-316
• Impedance: 50 Ohm

U.FL / IPAX

• Available for:
   Mini Coax cable
• Impedance: 50 Ohm

MC-Card (Lucent)

• Available for:
   RG-316
• Impedance: 50 Ohm

N-Female

• Available for:
   all cable types
• Impedance: 50 Ohm

RP-SMA Male

• Available for:
   HDF-400, CFD-400, H-1000,
   LMR-400, Aircom Plus, H-155, 
   HDF-200, CDF-200, LMR-200,
   RG-58, RG-316
• Impedance: 50 Ohm

RP-SMA Female

• Available for:
   H-155, HDF-200, CDF-200, 
   LMR-200, RG-58, RG-316
• Impedance: 50 Ohm

SMA Male

• Available for:
   H-155, HDF-200, CDF-200, 
   LMR-200, RG-58, RG-316
• Impedance: 50 Ohm

SMA Female

• Available for:
   H-155, HDF-200, CDF-200, 
   LMR-200, RG-58, RG-316
• Impedance: 50 Ohm

MCX Male

• Available for:
   RG-316
• Impedance: 50 Ohm

TNC Male

• Available for:
   H-155, HDF-200, CDF-200, 
   LMR-200, RG-58, RG-316
• Impedance: 50 Ohm

TNC Female

• Available for:
   H-155, HDF-200, CDF-200, 
   LMR-200, RG-58, RG-316
• Impedance: 50 Ohm

 outer conductor inner conductor
normal male: cap nut with inside thread male

normal female: outside thread female

reverse male: cap nut with inside thread female

reverse female: outside thread male

 Aussenleiter Innenleiter
Normaler Stecker: Überwurfmutter mit Innengewinde St ift

Normale Buchse: Aussengewinde Buchse

Reverse Stecker: Überwurfmutter mit Innengewinde Buchse

Reverse Buchse: Aussengewinde Stift

Description for Reverse connectors
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Adapter

HT-CRIMP RG-316

• universal crimping tool without
   die 
• three di fferent dies are available
   (the next three products)

ADP N-N MM

• Adapter with N-Male to N-Male

HT-336G

• crimping die for universal 
  crimping tool for H-155 cable

HT-336K

• crimping die for universal 
  crimping tool for HDF-400 cable

HT-CRIMP RG316

• crimping tool for
   - RG316
   - RG174

ADP N-N FF

• Adapter with N-Female to 
  N-Female

HT-CRIMP HDF-400

• crimping tool for 
   - HDF-400
   - RG213
   - LMR400
   - H1000
   - CFD400

HT-CRIMP H-155

• crimping tool for
  - H-155
  - RG58/59
  - LMR200
  - CFD200

HT-336V

• crimping die for universal 
  crimping tool for RG-316 cable

Tools

HT-CRIMPING CASE UNI

• universal crimping case with   ve
  dif ferent jaws for most 
  popular cable types. I t also 
  includes a crimping tool, stripper
  and a cablecutter

HT-CRIMPING CASE

• crimping case with a crimping
   tool , stripper and a cablecutter
   for H155 cable

ADP RSMA-RSMA MM

• Adapter with RP-SMA 
   to RP-SMA

Cable assembling

We work together with one of the largest cable manufacturerer in the world!

Standard cables are available from stock!

We also have the possibility to handle all cable- and connector types in our company. 
Therefore we can manufacture all cables in short time.

Several other adapter are available on request.

ADP RSMA-RSMA FF

• Adapter with RP-SMA Female
   to RP-SMA Female

ADP RTNC-RSMA FM

• Adapter with RP-TNC Female
   to RP-SMA Male

ADP RTNC-RSMA MF

• Adapter with RP-TNC Male
   to RP-SMA Female
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Tools

WL-MAST rotateable

• mast with rotatable forepart
   Length: 20 cm

HT-332

• stripping tool for H-155 cable

HT 312S

• stripping tool for HDF-400 cable

HT-206

• cable cutter for coaxcables up to
  12 mm outer diameter

HT-1091

• electronic edge cutter with 
   plastic haft!

WL-MAST 20

• small masts with 20 cm length
• aluminium

WL-MAST 50

• mast with 50 cm length
• aluminium

HEATING SHRINK HDF400

• heating shrinks protect 
  assembled connectors on 
  the antenna cable against 
  moistness.

HEATING SHRINK RG316

• heating shrinks protect 
   assembled connectors on 
   the antenna cable against 
   moistness.

HEATING SHRINK H155

• heating shrinks protect 
  assembled connectors on 
  the antenna cable against 
  moistness.

Mast

Heating shrink

WL-LTN

• Frequence: 0-3000 MHz
• Breakthrough
   working voltage: 230 V +/- 20%
• Isulation resistance: 1000M Ohm
• Damping Loss / 2.4 GHz: 0.25 dB

WL-LTN FF

• Frequence: 0-3000 MHz
• Breakthrough
   working voltage: 230 V +/- 20%
• Isulation resistance: 1000M Ohm
• Damping Loss / 2.4 GHz: 0.25 dB 

SPLITTER 2

• Frequency range: 2300-2600 MHz
• Impedance: 50 W
• VSWR: <1.2 dB
• Loss: <0.5 dB

SPLITTER 3

• Frequency range: 2300-2600 MHz
• Impedance: 50 W
• VSWR: <1.2 dB
• Loss: <0.5 dB

SPLITTER 4

• Frequency range: 
  2300-2600 MHz
• Impedance: 50 W
• VSWR: <1.2 dB
• Loss: <0.5 dB

WL-LTN 5GHZ

• Frequence: 0-6000 MHz
• Breakthrough
   working voltage: 
   230 V +/- 20%
• Isulation resistance: 
  1000M Ohm
• Damping Loss / 5.4 GHz: 
   0.5 dB

Splitter

Lightning arrestor

Splitter are also available for 5 GHz.
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PLANET active components

Mesh components

Outdoor components

2.4 GHz Indoor access points

2.4 GHz Wireless router

2.4 GHz Client adapter

WAP-4000

• 54/108Mbps Super G 
  Wireless LAN Access Point
• AP, Client, Repeater and Bridge
• 1x Reverse SMA male

WAP-4060PE

• 54/108Mbps Super G Wireless 
  LAN Managed Access Point 
  with PoE
• Power over Ethernet support
• 4 di fferent SSID`s at the 
   same time

WAP-6100

• 802.11g Wireless LAN 
  Outdoor AP with integrated 
  12 dBi antenna
• AP, Client, Repeater and Bridge
• WPA and WPA-PSK

MAP-2000/MAP-2000R

• 802.11a/b/g Outdoor 
  MESH Access Point
• AP and WDS mode
• WEP, 802.1x, WPA/WPA2
• 2x Reverse N-type

WAP-6000

• 802.11g Wireless LAN 
  Outdoor AP with Bridge
• AP, Client, Repeater and Bridge
• 1x Reverse N-type

MAP-2100

• 802.11a/b/g Indoor 
  MESH Access Point
• 2x Reverse SMA male
• AP and WDS mode
• WEP, 802.1x, WPA/WPA2
• 2x Reverse SMA

WAP-7000

• 802.11a 5 GHz Wireless LAN 
  Outdoor Bridge
• Adjustable Output power
• Point to Point, Point to 
   Multipoint
• 1x Reverse N-type

WRT-410A

• 54/108Mbps Super G Wireless
  LAN Broadband Router
• 4x 10/100MBit LAN Ports
• Only AP mode
• 1x Reverse SMA male
• WEP, WPA, WPA2 protection

WAP-4033

• 54Mbps Wireless Access Point
• Adjustable Output Power
• AP, AP Client, Bridge, WDS, 
   Repeater
• 1x Reverse SMA male

WAP-4035

• 54Mbps Wireless Access Point 
  with 5-Port Switch
   AP, AP Client, Bridge, WDS, 
   Repeater
• 1x Reverse SMA male
• Built-in RADIUS Server

MAP-2105

• Mobile IP server
• Provides Mobile IP capability 
  for all wireless clients in the 
  MESH network 

WL-8315

• 802.11g Wireless PCI Adapter
• 1x Reverse SMA male
• Client and Ad-Hoc mode

WRT-414

• 54Mbps Wireless Broadband 
   Router
• 4x 10/100MBit Lan Ports
• AP, AP Client, Bridge and
  WDS mode
• 1x Reverse SMA male
• Supports QoS

WRT-415

• 54Mbps Wireless Broadband
  Router
• 4x 10/100 MBit Lan Ports
• Only AP mode
• 1x Reverse SMA male
• WEP, WPA, WPA2 protection

WL-8310

• 54/108Mbps standard 11g 
  PCI Bus Wireless LAN Adapter
• 1x Reverse SMA male
• Client and Ad-Hoc mode

WAP-4033 PE

• 54Mbps Wireless Access Point 
• AP, AP Client, Bridge, WDS, 
   Repeater
• Supports Power over Et hernet
• 1x Reverse SMA male
• Built-in RADIUS Server

WL-8316

• 802.11b/g Wireless 
  PCI Adapter
• 1x Reverse SMA male
• Client and Ad-Hoc mode
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PLANET active components
2.4 GHz Client adapter

MIMO components

Hot spot solution

NEW
!

WL-3565

• 802.11g Wireless 
  PCMCIA Adapter
• Internal PCB antenna
• WEP, 802.1x, WPA

WL-3560

• 54/108Mbps standard 11g 
  PCMCIA Wireless LAN Adapter
• Internal PCB antenna
• WEP, 802.1x, WPA

WL-U356A

• 802.11g Wireless LAN USB 
  Adapter
• Detechable antenna (Reverse
   SMA male)
• incl. 1.0 m USB cable
• AP or AP client mode

WL-U356R

• 54Mbps Wireless LAN 
  USB Adapter
• Internal PCB antenna
• WEP, 802.1x, WPA

WMRT-414

• 802.11g Wireless MIMO 
 Broadband Router
• QoS, Virtual Server, DMZ, DDNS
• WEP, 802.1x, WPA/WPA2
• 3x Reverse SMA male

WML-8315

• 802.11g Wireless MIMO 
  PCI Adapter
• 3x Reverse SMA male

WML-3565

• 802.11g Wireless MIMO
   PC-Card
• 3x internal PCB antenna

WL-U357

• 54/108Mbps Wireless LAN 
  USB Adapter
• Internal PCB antenna
• WEP, 802.1x, WPA

WSG-403

• 54Mbps Hot Spot Wireless 
  Subscriber Gateway
• Easy internet account generator
• Optimal for caf fees, bars, rail
   stations and airports

WSG-ACG3

• Ethernet mini printer 
  for WSG-403

WL-U356M

• 802.11g Wireless LAN USB 2.0
  Adapter
• up to 54 MBit
• Ad-hoc or client mode
• WEP, WPA, WPA2, 802.1x

WLS-1280

• 54Mbps Hot Spot Wireless 
  Subscriber Gateway
• easy accounting for data
   and time
• central management for up to
  12 access points

Wireless Measurement Software

  One of the distinctive strengths of this software is its powerful map visualization capabi lity. With this software you can 
quickly and accurately record, visualize, analyze, optimize, and report the performance of Wireless LANs (802.11a/b/g). 
With the new Planner Module you can also plan networks off-site and later impro ve your network plan with real site surveys 
measurements, or vice versa.

Visualisation and analysis for 802 a/b/g:
Via illustration and the measured data we can analyse following facts:

• signal strength
• existing access points
• optimized location of the acces points
• data rate
• opposite interference of access points
• signal-to-noise ratio
• most powerfull access point
• perfet channel selection
• signals on the channel

Software


